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Description: H07RN-F Multicore Rubber Cable, EPR 
Insulation, PCP Black Sheath 
 
  Product Construction 
Conductor Material   : Bare Copper 
Conductor Stranding  : Class 5 to IEC / BS EN 60228 
Insulation Material   :  Ethylene Propylene Rubber (EPR), Type EI4 
Sheath Material   : Polychloroprene (PCP), Type EM2 
Sheath Colour   : Black 
Core Colours   : 2core - Brown, Blue   

: 3core – Brown, Blue, Green/Yellow 
    : 4core – Brown, Black, Grey, Green/Yellow 
    : 5core – Brown, Black, Grey, Blue, Green/Yellow 
    : 7core & above Black with White Numbers + Green Yellow 
 
Mechanical Characteristics 
Temperature Range Flexing  : -25°C to +60°C 
Bend Radius   : 6 x Overall Diameter 
 
Electrical Characteristics 
Inner Conductor DC Resistance : to BS EN 60228 
Voltage Rating   : 450/750V 
 
Certifications & Standards 
Manufactured to   : EN 50525-2-21 
Flame Retardancy   :  BS EN 60332-1-2 
RoHS 3 Compliant   : Yes 
REACH Compliant   : Yes 
CE CPR Classification  :  Eca to EN 50575:2014+A1:2016 
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OD mm 
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 Part No. Cores x 
mm² 

Weight 
kg/km 

OD mm 
Min       Max 

321020E-BLK 2 x 1.0 95 7.7 10.0  321034E-BLK 3 G 6.0 500 14.1 18.0 
321030E-BLK 3 G 1.0 115 8.3 10.7  321044E-BLK 4 G 6.0 615 15.7 20.0 
321040E-BLK 4 G 1.0 145 9.2 11.9  321054E-BLK 5 G 6.0 755 17.5 22.2 
321050E-BLK 5 G 1.0 200 10.2 13.1  321035E-BLK 3 G 10 885 19.1 24.2 
321021E-BLK 2 x 1.5 135 8.5 11.0  321045E-BLK 4 G 10 1070 20.9 26.5 
321031E-BLK 3 G 1.5 170 9.2 11.9  321055E-BLK 5 G 10 1310 22.9 29.1 
321041E-BLK 4 G 1.5 205 10.2 13.1  321036E-BLK 3 G 16 1095 21.8 27.6 
321051E-BLK 5 G 1.5 245 11.2 14.4  321046E-BLK 4 G 16 1335 23.8 30.1 
321061E-BLK 7 G 1.5 390 14.7 18.7  321056E-BLK 5 G 16 1670 26.4 33.3 
321071E-BLK 12 G 1.5 525 17.6 22.4  321037E-BLK 3 G 25 1400 26.1 33.0 
321022E-BLK 2 x 2.5 195 10.2 13.1  321047E-BLK 4 G 25 1990 28.9 36.6 
321032E-BLK 3 G 2.5 135 10.9 14.0  321057E-BLK 5 G 25 2480 32.0 40.4 
321042E-BLK 4 G 2.5 295 12.1 15.5  321038E-BLK 3 G 35 1860 29.3 37.1 
321052E-BLK 5 G 2.5 350 13.3 17.0  321048E-BLK 4 G 35 2655 32.5 41.1 
321062E-BLK 7 G 2.5 515 17.1 21.8  321058E-BLK 5 G 35 2950 35.7 45.1 
321072E-BLK 12 G 2.5 815 20.6 26.2  321039E-BLK 3 G 50 2900 34.1 42.9 
321023E-BLK 2 x 4.0 280 11.8 15.1  321049E-BLK 4 G 50 3650 37.7 47.5 
321033E-BLK 3 G 4.0 320 12.7 16.2  321059E-BLK 5 G 50 4470 41.8 53.0 
321043E-BLK 4 G 4.0 385 14.0 17.9      
321053E-BLK 5 G 4.0 490 15.6 19.9      

G = includes a Green/Yellow earth core  x = without a Green/Yellow earth core 
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