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LG350-27-WTC Dome Closure

The LightGuard (LG) 350-27-WTC is a sealed dome closure designed for large count fiber splicing (up to 180 single
or 864 mass) in a butt configuration. The LG-350-27-WTC has been designed and optimized for use in conjunction
with Wrapping Tube Cable (WTC), with SpiderWeb Ribbon® (SWR®). The WTC-focused design provides a
dedicated channel for fiber bundle routing as well as a basket for easy slack management. Additionally, WTC
SpiderWeb Ribbon bundles may be routed and secured to splice trays without the use of transition tubing, when
using WTC-SWR Bundle Splice Tray Retention Kit, greatly reducing installation time.

FEATURES/BENEFITS

• Dedicated SWR Bundle routing channel protects fibers and eliminates the need for time-consuming transition
tubes
• Optimized for WTC but also supports stranded loose tube or ribbon fiber cables in either armored or dielectric
configurations
• Installation and re-entry requires only a common can wrench
• Fully sealed to protect fiber and splices ensuring longevity
• Kitted with all parts to install up to two WTC cables (strength member retention not included - not required for
WTC)
• Designed and tested to Telcordia® GR-771 requirements
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FURTHER INFORMATION

• For additional information please contact your sales representative
• To view the product 360 visit the product page (Scan the QR code or visit the link below)
• Downloaded from https://www.fujikura-telecom.com/product/lg350-27-wtc-dome-closure
• Fujikura reserves the right to make changes in this datasheet at any time without notice
• Information in this document is correct as of March 19, 2020
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Call sales for ordering information
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