LU NA LUNA SP ENCLOSURE
CUSTOMER DEMARCATION BOX

PRODUCT §) BENEFITS

s ~
PRESENTATION
0 Plug-and-play technology |
o High-capacity storage for . . .
The Luna Customer Demarcation Box is designed for
preconnected cables . o . .
outside application, allowing to delineate customer
) Recycled material for a lower premises in FTTH networks.
environmental footprint ) . . . .
' . With a high-capacity storage, this enclosure is the
+ Adapted accessories for a suitable solution for preconnected cables. Adapted to all
sealing application methods, benefit either from LC or SC/APC
adapters.

Compact and design, the Luna CDB offers up to 8 drop
cables inputs/outputs and brings you the ability to
create 2 backside outputs to insert the subscriber.

Thanks to its inner part made of recycled ABS, this
product has a lower environmental manufacturing
impact.
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LUNA SP ENCLOSURE

LU NA CUSTOMER DEMARCATION BOX

| KEY FEATURES |

Dimensions : 180 x 160 x 50 mm

4 SC/APCor
4 LC/APC DX adapters

Backside drilling
outputs
Side entry ports
Cable tie anchorage
2 seperated storage areas
for operaters and drop
cables

Modular sealing
accessories
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LUNA

| PRODUCT SPECIFICATIONS |

LUNA SP ENCLOSURE

CUSTOMER DEMARCATION BOX

Dimensions 180 x 160 x 50 mm -

IP rating IP55 DIN EN 60529

Impact IKO6 DIN EN 61300-2-12 at-25°C
Material PS choc -

Flame resistance - UL94

DIN EN ISO 4892 3: method B,

UV resistance cycle n®5 (350 h)

Compliant (to be confirmed)

Cable diameter From @3 to @5 mm cables -

Anchoring method Cables ties -

Adapters 4 SC or 4 LC DX adaptors -

. 2 seperated areas for 10m of @3 mm cables storage
Storage capacity each -

CABLE SEALS |

SEALINGS EXTERNAL ADAPTER HOLDER

1x 2-12 mm 4 x 4-8 mm 13X 82-3 mm

Can hold 4x SC/APC or
LC/APC DX adapters
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LUNA

LUNA SP CLOSURE

| ORDERING INFORMATION |

Part number Part name Packaging
CO613 LUNA SP CDB UNLOADED Unit box
CcO614 LUNA SP CDB 2 LCAPC Unit Box
C0660 LUNA IP55 SEALING PORT 1x 2-12 mm Box of 50 pcs
C0661 LUNA IP55 SEALING PORT 4x 4-8 mm Box of 50 pcs
C0662 LUNA IP55 SEALING PORT 13x 2-3 mm Box of 50 pcs
CO664 LUNA HOLDER FOR 4 EXTERNAL ADAPTERS Bag of 50 pcs
C0693 ANTI-VANDAL SCREW FOR LUNA CLOSURES Bag of 10 pcs
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