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Product Construction 
Conductor Material   :  Oxygen Free Copper (OFC), Stranded 
Conductor Stranding   0.5m – 2.0m : 1pair 36awg+Drain Wire+Foil Screen 
    : 5core+4core 36awg 

3.0m : 1pair 34awg+Drain Wire+Foil Screen 
    : 5core+4core 34awg 
Sheath Material   : Polyvinyl Chloride (PVC) 
Sheath Colour   : Black 
Strain Reliefs   : Polyvinyl Chloride (PVC) 
Connectors   : Type A HDMI Male, Gold Plated Pin 
Metal Shell   : Gold Plated 
Connector Body   : PVC Outer Mould, PE Inner Mould 
 
Electrical Characteristics 
Conductor Resistance  : 3Ω ± 15% 
Min. Insulation Resistance  : 10 MΩ @300V (DC) 
 
Certifications & Standards 
Support  0.5m - 2.0m : 4x2K@60Hz 

3.0m  : 4x2K@30Hz 
RoHS 3 Compliant   : Yes 
REACH Compliant   : Yes 
 
 
 

        
Part No. Length Cable O/D 
378005-SLIM-BLK 0.5m 3.6mm ± 0.2 
378010-SLIM-BLK 1.0m 3.6mm ± 0.2 
378015-SLIM-BLK 1.5m 3.6mm ± 0.2 
378020-SLIM-BLK 2.0m 3.6mm ± 0.2 
378030-SLIM-BLK 3.0m 4.5mm ± 0.2 

 

 

Description: Slim HDMI Lead 4K UltraHD PVC Black 
with Ethernet 
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