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Description
The growing usage and application of high-speed communication networks together with high population density,
demand the installation of high-fiber count optical fiber cable networks. However, the currently available optical fiber
splice closures are deemed bulky and their installation complex and time consuming. The mini closure is acid and
alkaline resistant. Furthermore, its airtight, waterproof design makes it ideal for applications in a damp environment.
Since the casing material is recyclable, environmental pollution is minimized. The ease of installation is evident, a
screwdriver is all you need from start to finish. In addition, for loose tube applications no heat shrinking work is
required.

Features and Benefits
All-in-one construction Compact and lightweight
Acid and alkaline resistant Airtight and waterproof
Simple installation Wall mounted
Ideal for cable repair work Environmentally friendly
IP68 to 1.5mtr Includes two splice trays for up to 24 splices in total
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Applications
Suitable for loose tube cables or slotted core ribbon cables Can be used in through, branch, or mid-span type splice

locations
Suitable for aerial, underground, duct, or buried
applications

Specifications
PRODUCT SPECIFICATION

Maximum Single Fiber Count 12

Maximum Fibers Per Tray 12

Maximum Number Of Trays 2

Number Of Cable Entry Points 4

Suitable For Cable Diameters 8mm to 16mm Ø

Sealing Rating IP68

Sealing Method For All Entry And Exit Mechanical (compression)

Height 260mm

Width 170mm

Depth 70mm

Weight 0.6kg

Colour Black

Material ABS

RoHS Materials Compliant Yes

Optimal Operating Temperature -40 °C to +65 °C

Ordering Information

PART NUMBER DESCRIPTION LEGACY PART NUMBER
FXECXXBXXX-01XX OSP Splice Box Black 9005 Compact Closure 4 port gland entry 2x12 Trays

UNLOADED
24SPLICEBOX
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